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Wednesday, June 0l, 20l AT [1:24 AM

MODIFIED TYPE A CURB, 8" X 19"

176 L.F. — BOYERS MILL STA. 1058+/7 TO 1059433, TRUCK APRON

STANDARD TYPE A CURB, 8" X 16" (STD. MD-620.02)

20 L.F. - BOYERS MILL STA. 1058+19 TO 1058+32, LT.

CUR

STANDARD TYPE A COMBINATION
B AND GUTTER 12" GUTTER PAN 8" DEPTH (STD. MD-620.02)
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L.F. — BOYERS MILL STA. 1057+38 TO STA. 1058+19, RT.
L.F. — BOYERS MILL STA. 1057/+44, LT. T0

EAGLEHEAD STA. 7456, LT.
L.F. — EAGLEHEAD STA. 4460, RT. T0O

BOYERS MILL STA. 1060+72, RT.
L.F. — EAGLEHEAD STA. 8498, RT. T0

BOYERS MILL STA. 1060+66, LT.
L.F. — EAGLEHEAD STA. 3+11 TO 4+66., GRASS MEDIAN
L.F. - EAGLEHEAD STA. 4+77 TO 5+00, GRASS MEDIAN

MODIFIED TYPE C CURB 8" X 14"

79 L.F. — BOYERS MILL STA. 1058+24 TO 1058+77, RT.

STANDARD TYPE C COMBINATION

CURB AND GUTTER 12" GUTTER PAN 8" DEPTH (STD. MD-620.02-01)
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. — BOYERS MILL STA. 1058+19 TO 1058483, RT.

. — BOYERS MILL STA. 1057498 TO 1058+19, NORTH LEG S.I.
. — BOYERS MILL STA. 1058429 TO 1058+50, NORTH LEG S.I.
. — BOYERS MILL STA. 1058465 TO 1059+45, CENTRAL ISLAND
BOYERS MILL STA. 1059461 TO 1059+81, SOUTH LEG S.1I.
. — BOYERS MILL STA. 1059491 TO 1060+12, SOUTH LEG S.I.
. — EAGLEHEAD 6+10 TO 6431, EAST LEG S.I.

. — EAGLEHEAD 6+41 TO 6462, EAST LEG S.I.
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*NOTE: S.I. = SPLITTER ISLAND

COBBLESTONE STAMPED PORTLAND CEMENT CONCRETE PAVEMENT

46 S.Y. — BOYERS MILL STA. 1058+25 TO 1058+83, RT.
267 S.Y. — BOYERS MILL STA. 1058466 TO 1059+45, TRUCK APRON
6 S.Y. — BOYERS MILL STA. 1057499 TO 1058+19, NORTH LEG S.I.
20 S.Y. — BOYERS MILL STA. 1058+30 TO 1058+49, NORTH LEG S.I.
20 S.Y. — BOYERS MILL STA. 1059+61 TO 1059+81, SOUTH LEG S.I.
6 S.Y. — BOYERS MILL STA. 1059+92 T0 1060+12, SOUTH LEG S.I.
19 S.Y. — EAGLEHEAD STA. 6+11 TO 6430, EAST LEG S.TI.
6 S.Y. — EAGLEHEAD STA. 6+42 TO 6+62, EAST LEG S.I.
5" PLAIN PORTLAND CEMENT CONCRETE PAVEMENT MIX 7
8 S.Y. — BOYERS MILL STA. 1058+24, NORTH LEG S.I.
8 S.Y. — BOYERS MILL STA. 1059+86, SOUTH LEG S.T.
12 S.Y. — EAGLEHEAD STA. 4+72, GRASS MEDIAN
8 S.Y. — EAGLEHEAD STA. 6+36, EAST LEG S.I.
5" CONCRETE SIDEWALK
483 S.F. - BOYERS MILL STA. 1058+18 TO 1058+83+ RT.
527 S.F. — BOYERS MILL STA. 1058+20 TO 1058+84, LT.
534 S.F. - BOYERS MILL STA. 1059+25 TO 1059+3%6, LT.
525 S.F. - BOYERS MILL STA. 1059+27 TO 1059+%4, RT.

SIDEWALK RAMP CONSTRUCTION

BOYERS MILL STA. 1058+22, RT.
BOYERS MILL STA. 1058+23, LT.
BOYERS MILL STA. 1059487, RT.
BOYERS MILL STA. 1059+489, LT.
EAGLEHEAD STA. 4411, RT.
EAGLEHEAD STA. 4+71, LT.
EAGLEHEAD STA. 6437, RT.
EAGLEHEAD STA. 6+38, LT.

RAMP DETAIL ‘B’ (DE-2)
RAMP DETAIL 'C’ (DE-2)
(STD. MD-655.12)
(STD. MD-655.12)
(STD. MD-655.12)
RAMP DETAIL A’ (DE-2)
(STD. MD-655.12)
(STD. MD-655.12)

DETECTABLE WARNING SURFACE (STD. MD-655.40)

13 S.F. — BOYERS MILL STA. 1058422, RT.
10 S.F. - BOYERS MILL STA. 1058423, LT.
21 S.F. — BOYERS MILL STA. 1058+24, RT.
21 S.F. — BOYERS MILL STA. 1058+24, LT.
21 S.F. — BOYERS MILL STA. 1059+86, RT.
21 S.F. — BOYERS MILL STA. 1059+86, LT.
10 S.F. - BOYERS MILL STA. 1059487, RT.
10 S.F. - BOYERS MILL STA. 1059489, LT.
10 S.F. — EAGLEHEAD STA. 4471, RT.
10 S.F. — EAGLEHEAD STA. 4+71, LT.
21 S.F. - EAGLEHEAD STA. 4472, RT.
21 S.F. — EAGLEHEAD STA. 4472, LT.
21 S.F. — EAGLEHEAD STA. 6436, RT.
21 S.F. — EAGLEHEAD STA. 6436, LT.
10 S.F. - EAGLEHEAD STA. 6+37, RT.
10 S.F. — EAGLEHEAD STA. 6+38, LT.

REMOVAL OF EXISTING PAVEMENT

- BOYERS MILL STA. 1056+50 TO 1056+77, RT.

3 C.Y.
65 C.Y. — BOYERS MILL STA. 1058+78 TO 1059+33, CENTRAL ISLAND
22 C.Y.

- EAGLEHEAD STA. 6+00 TO T7+38, RT.

REMOVE AND RESET EXISTING FENCEX

300 L.F. — EAGLEHEAD STA. 3+18
TO BOYERS MILL STA. 1060+48, RT.
300 L.F. — BOYERS MILL STA. 1060+10
TO EAGLEHEAD STA. 8+09, LT.
62 L.F. — BOYERS MILL STA. 1061+50 TO 1062+00, LT.

STORMWATER MANAGEMENT FACILITIES

FACILITY ID

LOCATION

GRADING. PROFILE
AND DETAILS

*EXISTING FENCE WILL BE USED FOR TEMPORARY FENCE TO HOLD
CHILDREN AND ANIMALS. FENCE WILL BE REPLACED AT THE END OF
THE CONSTRUCTION.

BIO-SWALE 11-1

STA. 1056450 TO
STA. 1057+26, RT.
(CONTINUES ON PS-9)

SW=15 AND SW-16

REMOVE AND REPLACE EXISTING FENCE

BIO-SWALE 11-2

STA. 1060495 TO
STA. 1062+00, LT.
(CONTINUES ON PS=12)

SW=17 AND SW-18

STATION OFFSET LENGTH
EAGLEHEAD 3+18 39.2" RT.
EAGLEHEAD 4+38 40.7" RT.
EAGLEHEAD 4+61 40.1" RT.
EAGLEHEAD 5+00 48.1" RT. 300.2’
BOYERS MILL 1059+72 36.1" RT.
BOYERS MILL 1060+31 28.6" RT.
BOYERS MILL 1060+48 28.4" RT.
EAGLEHEAD 6+55 40.0" RT.
EAGLEHEAD 7+34 39.0" RT. 170.4’
EAGLEHEAD 8+09 29.1" RT.

REMOVE AND DISPOSE OF EXISTING FENCE

120 L.F. - BOYERS MILL STA. 1060+15, LT.
TO EAGLEHEAD 6+55, RT.
50 L.F. - BOYERS MILL STA. 1061+50 TO 1062+00, LT.

6 FT PRIVACY FENCE

129 L.F. — BOYERS MILL STA. 1060+21 TO 1061450, LT.

CLASS 1 RIPRAP FOR CHANNEL PROTECTION
WITH COG/COS OPENING(SS-1)

13 S.Y. — BOYERS MILL STA. 1058+15, RT. (L=13")
17 S.Y. — EAGLEHEAD STA. 7447, LT. (L=15")

CLASS 1 RIPRAP FOR OUTFALL PROTECTION
WITH END SECTION (SS-1)

10 S.Y. — EAGLEHEAD STA. 1058+15, LT. (L=13")
10 S.Y. — MEADOWLAWN STA. 30+65, RT. (L=15")

FLOWABLE BACKFILL FOR PIPE ABANDONMENT

4 C.Y. - BOYERS MILL ROAD STA. 1057+08 TO 1057+43
5 C.Y. — EAGLEHEAD STA. 7484 TO 7484

TYPE B SOIL STABILIZATION MATTING

122 S.Y. — BOYERS MILL STA. 3+00 TO 3+79, LT.
158 S.Y. - BOYERS MILL STA. 7+46 TO 8+65, LT.
110 S.Y. — MEADOWNLAWN STA. 30+65 TO 31+47, RT.

MODULAR BLOCK RETAINING WALL

T L.S. — EAGLEHEAD STA. 4+61
TO BOYERS MILL STA. 1060+05, RT.

*SEE SHEET 10 FOR DETAILS

TRAFFIC BARRIER END TREATMENTS

1T EA. TYPE C (MD-605.03) — EAGLEHEAD STA. 4427, RT.

1T EA. TYPE C (MD-605.03) - BOYERS MILL STA. 1060+44, RT.

TRAFFIC BARRIER W BEAM USING 8 FOOT POST
(STD. MD-605.25)

60 L.F. — EAGLEHEAD STA. 4+74 T0 5+22, RT.
337 L.F. — BOYERS MILL STA. 1059+75 TO 1059+94, RT.

TRAFFIC BARRIER W BEAM PANEL FOR DOUBLE NESTED BARRIER

12 L.F. — BOYERS MILL STA. 1059+64 TO 1059+75, RT.

REMOVAL OF EXISTING MASONRY

1 C.Y. — EAGLEHEAD STA. 7+84, LT.

ROADWAY PLAN KEY

PS-10B
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CROSS REFERENCE

ITEM | SHEET NOs
WALLACE TYPICAL SECTIONS _ _ e TS1 TO TS-3
SUPERELEVATION CHARTS ____ o _____. SE-
PIPE & DRAINAGE SCHEDULE ________________ SS-1
MONTGOM ERY GEOMETRIC LAYOUT SHEETS _________________ GS1TO GS-3
ROADWAY PLAN SHEETS _____ o ____ PS-1 TO PS-12
ENGINEERS - PLANNERS « SURVEYORS - CONSTRUCTION MANAGERS | RoaDWAY PROFILE SHEETS ... ... PR TO PR3
10150 York Road, Suite 200 TRAFFIC CONTROL SHEETS o ____. TC-1 TO TC-7
EROSION & SEDIMENT CONTROL PLANS ______ EP—1 TO EP(5)-12
Hunt Va”ey’ Maryland 21030 SIGNING & MARKING PLANS _________________ SN-1 TO SN-12
410.494.9093 Tel / 410.667.0925 Fax LANDSCAPE PLAN SHEETS D1 TO LD-14
www.WallaceMontgomery.com A Limited Liability Partnership RESPECTIVE RIGHT-OF-WAY PLATS ____________ PLAT NO. 408-420

BOYERS MILL ROAD
FROM GAS HOUSE PIKE
TO NORTH OF LAKE LINGANORE
ROADWAY PLAN
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